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slipsi we care

SLIPSIL® SEALING PLUGS FOR
PIP€/CABLE ENTRIES

PLUG CONDUIT PLUG PIPE

SERIES SLEEVE LENGTH DIAMETER

25 245-25.6 54 5-12

27 26.5-27.6 54 5-15

28 27.5-28.5 54 5-15

30 29.5-30.5 54 5-16

32 31.5-32.5 54 5-16

34 33.5-34.5 54 5-18

35 34.5-35.7 54 5-20

37 36.5-37.7 54 5-20

40 39.5-40.7 54 5-22

41 405-41.7 54 5-25

43 42.5-43.7 54 5-28

50 49.5 - 50.7 66 6 - 32

53 52.0-53.7 g 66 g 6-34 g

55 54.0 - 55.7 £ 66 £ 6-34 £

57 56.0 - 57.7 § 66 § 14 -40 ‘é

60 59.0 - 60.7 g) 66 g; 14 - 40 g

62 61.0 - 62.7 g 66 g 14 -40 g

67 66.0 - 67.7 ] 66 S 22-50 3

68 67.0 - 68.7 3 66 G 20-50 3

70 69.0 - 70.7 66 22-50

75 74.0-75.7 66 22-50

78 77.0-78.7 66 22-50

80 79.0 - 80.7 66 28 - 60

82 81.0-82.7 66 28 - 60

90 89.0-90.7 66 40 - 64

94 93.0 - 94.7 66 40 - 64

97 96.0 - 97.7 66 40 - 64

100 99.0 - 100.7 66 40-75

102 101.0-102.7 66 40-75

103 102.0 - 103.7 66 26-75

105 104.0 - 105.7 66 40-75

107 106.0 - 107.7 66 40-76

110 109.0 - 110.7 66 48 - 80

118 117.5-119.2 66 60 - 90

122 121.0-122.7 66 60 - 92

125 124.0-125.7 66 60 - 92

128 127.0-128.7 66 60 - 92

131 130.5-132.2 66 60 - 92

146 145.0 - 146.7 79 88 -120

150 149.0 - 150.7 79 88 - 125

152 151.0 - 152.7 79 88 - 125

154 153.0 - 154.7 79 88 - 125

156 155.0 - 156.7 79 88 - 125

160 159.0 - 160.7 79 88 - 125

190 189.0 - 190.7 79 110-160

200 199.0 - 200.7 79 110-160

203 202.0 - 203.7 79 110-168

207 206.0 - 207.7 79 110-168

250 249.0 - 250.7 91 160-200

260 259.0 - 260.7 91 160-219

300 299.0 - 300.7 91 160-250
To select the right type of sealing plug, look for the plug series to be used on the basis of the outer diameter of the
service pipe. Then make a choice for the plug type in the table of the selected plug series.
For instance: a copper pipe of 42 mm OD has to be ducted. Select the plug series on the basis of the ID of the conduit
sleeve to be used and the OD of the duced pipe (67 up to 107 can be your choice). When a conduit sleeve 88.9x3.2
mm (ID = 82.5 mm) will be used a sealing plug 82/42-44 is the right choice. If a 54 mm OD copper pipe has to be
ducted through a sleeve with an ID of 107.1 mm, plug type 107/54-56 has to be selected. See the tables of the series
82 and 107 on page 39 and 40.
Note: the sealing plugs with a thin wall (like for instance 53/34) are not easy to install in undersized conduit openings.
It is advisable to select a larger plug series (for instance 60/34-36).
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SLIPSIL® SEALING PLUGS FOR
PIP€/CABLE ENTRIES

cable/ plug article cable/ plug article cable/ plug article
pipe type number | pipe type number | pipe type number
diameter diameter diameter
blind 25/0 40.0100 blind 34/0 40.0600 18-20 40/18-20 40.0915
5-6 25/5-6 40.0105 5-6 34/5-6 40.0605 20-21 40/20-21 40.0916
6-7 25/6-7 40.0106 6-7 34/6-7 40.0606 21-22 40/21-22 40.0917
7-8 25/7-8 40.0107 7-8 34/7-8 40.0607 22 40/22 40.0918
8-9 25/8-9 40.0108 8-9 34/8-9 40.0608 40 multi s max. 2x10, 3x7, 5x7
9-10 25/9-10 40.0109 9-10 34/9-10 40.0609
10-11 25/10-11 40.0110 10-11 34/10-11 40.0610 blind 41/0 40.1000
11-12 25/11-12 40.0111 11-12 34/11-12 40.0611 5-6 41/5-6 40.1005
12 25/12 40.0112 12-13 34/12-13 40.0612 6-7 41/6-7 40.1006
13-14 34/13-14 40.0613 7-8 41/7-8 40.1007
blind 27/0 40.0200 14-15 34/14-15 40.0614 8-9 41/8-9 40.1008
5-6 27/5-6 40.0205 15-16 34/15-16 40.0615 9-10 41/9-10 40.1009
6-7 27/6-7 40.0206 16-17 34/16-17 40.0616 10-11 41/10-11 40.1010
7-8 27/7-8 40.0207 17-18 34/17-18 40.0617 11-12 41/11-12 40.1011
8-9 27/8-9 40.0208 18 34/18 40.0618 12-14 41/12-14 40.1012
9-10 27/9-10 40.0209 14-16 41/14-16 40.1013
10-11 27/10-11 40.0210 blind 35/0 40.0700 16-18 41/16-18 40.1014
11-12 g 271112 40.0211 5-6 g 3556 40.0705 18-20 g 4171820 40.1015
12-13 g 271213 40.0212 6-7 g 3567 40.0706 20-22 g 41/20-22 40.1016
13-14 g 27/13-14 40.0213 7-8 £ 35/7-8 40.0707 2223 g 41/22-23 40.1017
14-15 @ 27/14-15 40.0214 8-9 @ 3589 40.0708 23-24 @ 41/23-24 40.1018
15 S 27115 40.0215 9-10 2 35/9-10 40.0709 2425 8 41/24-25 40.1019
S 10-11 S 35/10-11 40.0710 25 S 41/25 40.1020
blind £ 280 40.0300 112§ 35/11-12 40.0711 E 41 multi is max. 2x10, 3x7, 5x7
5-6 S 28556 40.0305 1213 2 35/12-13 40.0712 S o
6-7 S 28/6-7 40.0306 13-14  ©  35/13-14 40.0713 blind T 43/0 40.1100
7-8 28/7-8 40.0307 14-15 35/14-15 40.0714 5-6 43/5-6 40.1105
8-9 28/8-9 40.0308 15-16 35/15-16 40.0715 6-7 43/6-7 40.1106
9-10 28/9-10 40.0309 16-17 35/16-17 40.0716 7-8 43/7-8 40.1107
10-11 28/10-11 40.0310 17-18 35/17-18 40.0717 8-9 43/8-9 40.1108
11-12 28/11-12 40.0311 18-19 35/18-19 40.0718 9-10 43/9-10 40.1109
12-13 28/12-13 40.0312 19-20 35/19-20 40.0719 10-12 43/10-12 40.1110
13-14 28/13-14 40.0313 20 35/20 40.0720 12-14 43/12-14 40.1111
14-15 28/14-15 40.0314 14-16 43/14-16 40.1112
15 28/15 40.0315 blind 37/0 40.0800 16-18 43/16-18 40.1113
5-6 37/5-6 40.0805 18-20 43/18-20 40.1114
blind 30/0 40.0400 6-7 37/6-7 40.0806 20-22 43/20-22 40.1115
5-6 30/5-6 40.0405 7-8 37/7-8 40.0807 22-24 43/22-24 40.1116
6-7 30/6-7 40.0406 8-9 37/8-9 40.0808 24-25 43/24-25 40.1117
7-8 30/7-8 40.0407 9-10 37/9-10 40.0809 25-26 43/25-26 40.1118
8-9 30/8-9 40.0408 10-11 37/10-11 40.0810 26-27 43/26-27 40.1119
9-10 30/9-10 40.0409 11-12 37/11-12 40.0811 27-28 43/27-28 40.1120
10-11 30/10-11 40.0410 12-13 37/12-13 40.0812 28 43/28 40.1121
11-12 30/11-12 40.0411 13-14 37/13-14 40.0813 43 multi s max. 2x10, 3x7, 5x7
12-13 30/12-13 40.0412 14-15 37/14-15 40.0814
13-14 30/13-14 40.0413 15-16 37/15-16 40.0815 blind 50/0 40.1200
14-15 30/14-15 40.0414 16-17 37/16-17 40.0816 6-7 50/6-7 40.1205
15-16 30/15-16 40.0415 17-18 37/17-18 40.0817 7-8 50/7-8 40.1206
16 30/16 40.0416 18-19 37/18-19 40.0818 8-9 50/8-9 40.1207
19-20 37/19-20 40.0819 9-10 50/9-10 40.1208
blind 32/0 40.0500 20 37/20 40.0820 10-12 50/10-12 40.1209
5-6 32/5-6 40.0505 12-14 50/12-14 40.1210
6-7 32/6-7 40.0506 blind 40/0 40.0900 14-16 50/14-16 40.1211
7-8 32/7-8 40.0507 5-6 40/5-6 40.0905 16-18 50/16-18 40.1212
8-9 32/8-9 40.0508 6-7 40/6-7 40.0906 18-20 50/18-20 40.1213
9-10 32/9-10 40.0509 7-8 40/7-8 40.0907 20-22 50/20-22 40.1214
10-11 32/10-11 40.0510 8-9 40/8-9 40.0908 22-24 50/22-24 40.1215
11-12 32/11-12 40.0511 9-10 40/9-10 40.0909 24-26 50/24-26 40.1216
12-13 32/12-13 40.0512 10-11 40/10-11 40.0910 26-28 50/26-28 40.1217
13-14 32/13-14 40.0513 11-12 40/11-12 40.0911 28-29 50/28-29 40.1218
14-15 32/14-15 40.0514 12-14 40/12-14 40.0912 29-30 50/29-30 40.1219
15-16 32/15-16 40.0515 14-16 40/14-16 40.0913 30-31 50/30-31 40.1220
16 32/16 40.0516 16-18 40/16-18 40.0914 31-32 50/31-32 40.1221
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SLIPSIL® SEALING PLUGS FOR
PIP€/CABLE ENTRIES

cable/ plug article cable/ plug article cable/ plug article
pipe type number | pipe type number | pipe type number
diameter diameter diameter
32 50/32 40.1222 40 57/40 40.1526 30-32 68/30-32 40.1919
50 multi is max. 2x15, 3x8, 5x8 32-34 68/32-34 40.1920
blind 60/0 40.1600 34-36 68/34-36 40.1921
blind 53/0 40.1300 14-16 60/14-16 40.1611 36-38 68/36-38 40.1922
6-7 53/6-7 40.1305 16-18 60/16-18 40.1612 38-40 68/38-40 40.1923
7-8 53/7-8 40.1306 18-20 60/18-20 40.1613 40-42 68/40-42 40.1924
8-9 53/8-9 40.1307 20-22 60/20-22 40.1614 42-44 68/42-44 40.1925
9-10 53/9-10 40.1308 22-24 60/22-24 40.1615 44-46 68/44-46 40.1926
10-12 53/10-12 40.1309 24-26 60/24-26 40.1616 46-48 68/46-48 40.1927
12-14 53/12-14 40.1310 26-28 60/26-28 40.1617 48-50 68/48-50 40.1928
14-16 53/14-16 40.1311 28-30 60/28-30 40.1618 50 68/50 40.1929
16-18 53/16-18 40.1312 30-32 60/30-32 40.1619 68 multl s max, 2x22, 3x12, 5x12
18-20 53/18-20 40.1313 32-34 60/32-34 40.1620
20-22 53/20-22 40.1314 34-36 60/34-36 40.1621 blind 70/0 40.2000
22-24 53/22-24 40.1315 36-37 60/36-37 40.1622 20-22 70/20-22 40.2014
24-26 53/24-26 40.1316 37-38 60/37-38 40.1623 22-24 70/22-24 40.2015
26-28 53/26-28 40.1317 38-39 60/38-39 40.1624 24-26 70/24-26 40.2016
28-30 g 53/28-30 40.1318 39-40 g 60/39-40 40.1625 26-28 g 70/26-28 40.2017
30-31 € 53/30-31 40.1319 40 €  60/40 40.1626 28-30 € 70/28-30 40.2018
31-32 & 53/31-32 40.1320 S 50 multi is max. 2x15, 3x10 30-32 £ 70/30-32 40.2019
32-33 ‘é 53/32-33 40.1321 ‘§ 32-34 ‘§ 70/32-34 40.2020
33-34 ' 53/33-34 40.1322 blind s 62/0 40.1700 34-36 i 70/34-36 40.2021
34 & 53/34 40.1323 14-16 g 62/14-16 40.1711 36-38 & 70/36-38 40.2022
§  ssmuniismax 2015, 3x10.5x0 | 1618 & 62/16-18 401712 3840 £ 70/38-40 40.2023
3 1820 5 62/18-20 40.1713 40-42 S 70/40-42 40.2024
blind 55/0 40.1400 20-22 62/20-22 40.1714 42-44 70/42-44 40.2025
6-7 55/6-7 40.1405 22-24 62/22-24 40.1715 44-46 70/44-46 40.2026
7-8 55/7-8 40.1406 24-26 62/24-26 40.1716 46-48 70/46-48 40.2027
8-9 55/8-9 40.1407 26-28 62/26-28 401717 48-50 70/48-50 40.2028
9-10 55/9-10 40.1408 28-30 62/28-30 40.1718 50 70/50 40.2029
10-12 55/10-12 40.1409 30-32 62/30-32 40.1719 70 multi is max. 2x22, 3x12
12-14 55/12-14 40.1410 32-34 62/32-34 40.1720
14-16 55/14-16 40.1411 34-36 62/34-36 40.1721 blind 75/0 40.2100
16-18 55/16-18 40.1412 36-37 62/36-37 40.1722 22-24 75/22-24 40.2115
18-20 55/18-20 40.1413 37-38 62/37-38 40.1723 24-26 75/24-26 40.2116
20-22 55/20-22 40.1414 38-39 62/38-39 40.1724 26-28 75/26-28 40.2117
22-24 55/22-24 40.1415 39-40 62/39-40 40.1725 28-30 75/28-30 40.2118
24-26 55/24-26 40.1416 40 62/40 40.1726 30-32 75/30-32 40.2119
26-28 55/26-28 40.1417 62 multl Is max. 2x15, 3x10 32-34 75/32-34 40.2120
28-30 55/28-30 40.1418 34-36 75/34-36 40.2121
30-31 55/30-31 40.1419 blind 67/0 40.1800 36-38 75/36-38 40.2122
31-32 55/31-32 40.1420 22-24 67/22-24 40.1815 38-40 75/38-40 40.2123
32-33 55/32-33 40.1421 24-26 67/24-26 40.1816 40-42 75/40-42 40.2124
33-34 55/33-34 40.1422 26-28 67/26-28 40.1817 42-44 75/42-44 40.2125
34 55/34 40.1423 28-30 67/28-30 40.1818 44-46 75/44-46 40.2126
55 multi s max. 2x15, 3x10, 5x10 30-32 67/30-32 40.1819 46-48 75/46-48 40.2127
32-34 67/32-34 40.1820 48-50 75/48-50 40.2128
blind 57/0 40.1500 34-36 67/34-36 40.1821 50 75/50 40.2129
14-16 57/14-16 40.1511 36-38 67/36-38 40.1822
16-18 57/16-18 40.1512 38-40 67/38-40 40.1823 blind 78/0 40.2200
18-20 57/18-20 40.1513 40-42 67/40-42 40.1824 22-24 78/22-24 40.2215
20-22 57/20-22 40.1514 42-44 67/42-44 40.1825 24-26 78/24-26 40.2216
22-24 57/22-24 40.1515 44-46 67/44-46 40.1826 26-28 78/26-28 40.2217
24-26 57/24-26 40.1516 46-48 67/46-48 40.1827 28-30 78/28-30 40.2218
26-28 57/26-28 40.1517 48-50 67/48-50 40.1828 30-32 78/30-32 40.2219
28-30 57/28-30 40.1518 50 67/50 40.1829 32-34 78/32-34 40.2220
30-32 57/30-32 40.1519 34-36 78/34-36 40.2221
32-34 57/32-34 40.1520 blind 68/0 40.1900 36-38 78/36-38 40.2222
34-36 57/34-36 40.1521 20-22 68/20-22 40.1914 38-40 78/38-40 40.2223
36-37 57/36-37 40.1522 22-24 68/22-24 40.1915 40-42 78/40-42 40.2224
37-38 57/37-38 40.1523 24-26 68/24-26 40.1916 42-44 78/42-44 40.2225
38-39 57/38-39 40.1524 26-28 68/26-28 40.1917 44-46 78/44-46 40.2226
39-40 57/39-40 40.1525 28-30 68/28-30 40.1918 46-48 78/46-48 40.2227
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cable/
pipe

diameter

48-50
50-52
52-53
53-54
54

blind
28-30
30-32
32-34
34-36
36-38
38-40
40-42
42-44
44-46
46-48
48-50
50-52
52-54
54-56
56-58
58-60
60

blind
28-30
30-32
32-34
34-36
36-38
38-40
40-42
42-44
44-46
46-48
48-50
50-52
52-54
54-56
56-58
58-60
60

blind
40-42
42-44
44-46
46-48
48-50
50-52
52-54
54-56
56-58
58-60
60-62
62-64
64

all dimensions in mm

st

SLIPSIL® SEALING PLUGS FOR
PIP€/CABLE ENTRIES

plug article cable/ plug article cable/ plug
type number | pipe type number | pipe type
diameter diameter
78/48-50 40.2228 blind 94/0 40.2600 60-62 102/60-62
78/50-52 40.2229 40-42 94/40-42 40.2620 62-64 102/62-64
78/52-53 40.2230 42-44 94/42-44 40.2621 64-66 102/64-66
78/53-54 40.2231 44-46 94/44-46 40.2622 66-68 102/66-68
78/54 40.2232 46-48 94/46-48 40.2623 68-70 102/68-70
78 multl is max, 2x22, 3x15, 5x15 48-50 94/48-50 40.2624 70-72 102/70-72
50-52 94/50-52 40.2625 72-74 102/72-74
80/0 40.2300 52-54 94/52-54 40.2626 74-75 102/74-75
80/28-30 40.2318 54-56 94/54-56 40.2627 75 102/75
80/30-32 40.2319 56-58 94/56-58 40.2628
80/32-34 40.2320 58-60 94/58-60 40.2629 blind 103/0
80/34-36 40.2321 60-62 94/60-62 40.2630 26-28 103/26-28
80/36-38 40.2322 62-64 94/62-64 40.2631 28-30 103/28-30
80/38-40 40.2323 64 94/64 40.2632 40-42 103/40-42
80/40-42 40.2324 42-44 103/42-44
80/42-44 40.2325 blind 97/0 40.2700 44-46 103/44-46
80/44-46 40.2326 40-42 97/40-42 40.2720 46-48 103/46-48
80/46-48 40.2327 42-44 e 97/42-44 40.2721 48-50 g 1 03/48-50
80/48-50 40.2328 44-46 £ 97/44-46 40.2722 50-52 g 103/50-52
80/50-52 40.2329 46-48 £ 97/46-48 40.2723 52-54 £ 103/52-54
80/52-54 40.2330 48-50 @  97/48-50 40.2724 54-56 @ 103/54-56
80/54-56 40.2331 50-52 2 97/50-52 40.2725 56-58 2 103/56-58
80/56-58 40.2332 52-54 $ 97/52-54 40.2726 58-60 S 103/58-60
80/58-60 40.2333 54-56 & 97/54-56 40.2727 60-62 £ 103/60-62
80/60 40.2334 56-58 <  97/56-58 40.2728 62-64 S 103/62-64
80 multl s max. 2x22, 3x15, 5x15 58-60 T 97/58-60 40.2729 64-66 T 103/64-66
60-62 97/60-62 40.2730 66-68 103/66-68
82/0 40.2400 62-64 97/62-64 40.2731 68-70 103/68-70
82/28-30 40.2418 64 97/64 40.2732 70-72 103/70-72
82/30-32 40.2419 72-74 103/72-74
82/32-34 40.2420 blind 100/0 40.2800 74-75 103/74-75
82/34-36 40.2421 40-42 100/40-42 40.2820 75 103/75
82/36-38 40.2422 42-44 100/42-44 40.2821
82/38-40 40.2423 44-46 100/44-46 40.2822 blind 105/0
82/40-42 40.2424 46-48 100/46-48 40.2823 40-42 105/40-42
82/42-44 40.2425 48-50 100/48-50 40.2824 42-44 105/42-44
82/44-46 40.2426 50-52 100/50-52 40.2825 44-46 105/44-46
82/46-48 40.2427 52-54 100/52-54 40.2826 46-48 105/46-48
82/48-50 40.2428 54-56 100/54-56 40.2827 48-50 105/48-50
82/50-52 40.2429 56-58 100/56-58 40.2828 50-52 105/50-52
82/52-54 40.2430 58-60 100/58-60 40.2829 52-54 105/52-54
82/54-56 40.2431 60-62 100/60-62 40.2830 54-56 105/54-56
82/56-58 40.2432 62-64 100/62-64 40.2831 56-58 105/56-58
82/58-60 40.2433 64-66 100/64-66 40.2832 58-60 105/58-60
82/60 40.2434 66-68 100/66-68 40.2833 60-62 105/60-62
82 multl s max. 2x22, 3x15, 5x15 68-70 100/68-70 40.2834 62-64 105/62-64
70-72 100/70-72 40.2835 64-66 105/64-66
90/0 40.2500 72-74 100/72-74 40.2836 66-68 105/66-68
90/40-42 40.2520 74-75 100/74-75 40.2837 68-70 105/68-70
90/42-44 40.2521 75 100/75 40.2838 70-72 105/70-72
90/44-46 40.2522 72-74 105/72-74
90/46-48 40.2523 blind 102/0 40.2900 74-75 105/74-75
90/48-50 40.2524 40-42 102/40-42 40.2920 75 105/75
90/50-52 40.2525 42-44 102/42-44 40.2921
90/52-54 40.2526 44-46 102/44-46 40.2922 blind 107/0
90/54-56 40.2527 46-48 102/46-48 40.2923 40-42 107/40-42
90/56-58 40.2528 48-50 102/48-50 40.2924 42-44 107/42-44
90/58-60 40.2529 50-52 102/50-52 40.2925 44-46 107/44-46
90/60-62 40.2530 52-54 102/52-54 40.2926 46-48 107/46-48
90/62-64 40.2531 54-56 102/54-56 40.2927 48-50 107/48-50
90/64 40.2532 56-58 102/56-58 40.2928 50-52 107/50-52
58-60 102/58-60 40.2929 52-54 107/52-54

90 multi is max. 2x25, 3x15

St

article
number

40.2930
40.2931
40.2932
40.2933
40.2934
40.2935
40.2936
40.2937
40.2938

40.3000
40.3013
40.3014
40.3020
40.3021
40.3022
40.3023
40.3024
40.3025
40.3026
40.3027
40.3028
40.3029
40.3030
40.3031
40.3032
40.3033
40.3034
40.3035
40.3036
40.3037
40.3038

40.3100
40.3120
40.3121
40.3122
40.3123
40.3124
40.3125
40.3126
40.3127
40.3128
40.3129
40.3130
40.3131
40.3132
40.3133
40.3134
40.3135
40.3136
40.3137
40.3138

40.3200
40.3220
40.3221
40.3222
40.3223
40.3224
40.3225
40.3226



cable/
pipe

diameter

54-56
56-58
58-60
60-62
62-64
64-66
66-68
68-70
70-72
72-74
74-75
75-76
76

blind
48-50
50-52
52-54
54-56
56-58
58-60
60-62
62-64
64-66
66-68
68-70
70-72
72-74
74-76
76-78
78-80
80

blind
60-62
62-64
64-66
66-68
68-70
70-72
72-74
74-76
76-78
78-80
80-82
82-84
84-86
86-88
88-90
90

blind

60-62
62-64
64-66
66-68
68-70
70-72
72-74
74-76
76-78
78-80
80-82

all dimensions in mm

plug
type

107/54-56
107/56-58
107/58-60
107/60-62
107/62-64
107/64-66
107/66-68
107/68-70
107/70-72
107/72-74
107/74-75
107/75-76
107/76

110/0
110/48-50
110/50-52
110/52-54
110/54-56
110/56-58
110/58-60
110/60-62
110/62-64
110/64-66
110/66-68
110/68-70
110/70-72
110/72-74
110/74-76
110/76-78
110/78-80
110/80

118/0
118/60-62
118/62-64
118/64-66
118/66-68
118/68-70
118/70-72
118/72-74
118/74-76
118/76-78
118/78-80
118/80-82
118/82-84
118/84-86
118/86-88
118/88-90
118/90

122/0

122/60-62
122/62-64
122/64-66
122/66-68
122/68-70
122/70-72
122/72-74
122/74-76
122/76-78
122/78-80
122/80-82

SLIPSIL® SEALING PLUGS FOR
PIPE/CABLE ENTRIES

article
number

40.3227
40.3228
40.3229
40.3230
40.3231
40.3232
40.3233
40.3234
40.3235
40.3236
40.3237
40.3238
40.3239

40.3300
40.3324
40.3325
40.3326
40.3327
40.3328
40.3329
40.3330
40.3331
40.3332
40.3333
40.3334
40.3335
40.3336
40.3337
40.3338
40.3339
40.3340

40.3400
40.3430
40.3431
40.3432
40.3433
40.3434
40.3435
40.3436
40.3437
40.3438
40.3439
40.3440
40.3441
40.3442
40.3443
40.3444
40.3445

40.3500
40.3530
40.3531
40.3532
40.3533
40.3534
40.3535
40.3536
40.3537
40.3538
40.3539
40.3540

cable/
pipe

diameter

82-84
84-86
86-88
88-90
90-92
92

blind
60-62
62-64
64-66
66-68
68-70
70-72
72-74
74-76
76-78
78-80
80-82
82-84
84-86
86-88
88-90
90-92
92

blind
60-62
62-64
64-66
66-68
68-70
70-72
72-74
74-76
76-78
78-80
80-82
82-84
84-86
86-88
88-90
90-92
92

blind
60-62
62-64
64-66
66-68
68-70
70-72
72-74
74-76
76-78
78-80
80-82
82-84
84-86
86-88
88-90
90-92
92

all dimensions in mm

plug
type

122/82-84
122/84-86
122/86-88
122/88-90
122/90-92
122/92

125/0
125/60-62
125/62-64
125/64-66
125/66-68
125/68-70
125/70-72
125/72-74
125/74-76
125/76-78
125/78-80
125/80-82
125/82-84
125/84-86
125/86-88
125/88-90
125/90-92
125/92

128/0
128/60-62
128/62-64
128/64-66
128/66-68
128/68-70
128/70-72
128/72-74
128/74-76
128/76-78
128/78-80
128/80-82
128/82-84
128/84-86
128/86-88
128/88-90
128/90-92
128/92

131/0
131/60-62
131/62-64
131/64-66
131/66-68
131/68-70
131/70-72
131/72-74
131/74-76
131/76-78
131/78-80
131/80-82
131/82-84
131/84-86
131/86-88
131/88-90
131/90-92
131/92

article
number

40.3541
40.3542
40.3543
40.3544
40.3545
40.3546

40.3600
40.3630
40.3631
40.3632
40.3633
40.3634
40.3635
40.3636
40.3637
40.3638
40.3639
40.3640
40.3641
40.3642
40.3643
40.3644
40.3645
40.3646

40.3700
40.3730
40.3731
40.3732
40.3733
40.3734
40.3735
40.3736
40.3737
40.3738
40.3739
40.3740
40.3741
40.3742
40.3743
40.3744
40.3745
40.3746

40.3800
40.3830
40.3831
40.3832
40.3833
40.3834
40.3835
40.3836
40.3837
40.3838
40.3839
40.3840
40.3841
40.3842
40.3843
40.3844
40.3845
40.3846

cable/
pipe

diameter

blind
88-90
90-92
92-94
94-96
96-98
98-100
100-102
102-104
104-106
106-108
108-110
110-112
112-114
114-116
116-118
118-120
120

blind
88-90
90-92
92-94
94-96
96-98
98-100
100-102
102-104
104-106
106-108
108-110
110-112
112-114
114-116
116-118
118-120
120-122
122-124
124-125
125

blind
88-90
90-92
92-94
94-96
96-98
98-100
100-102
102-104
104-106
106-108
108-110
110-112
112-114
114-116
116-118
118-120
120-122
122-124
124-125
125

all dimensions in mm

plug
type

146/0
146/88-90
146/90-92
146/92-94
146/94-96
146/96-98
146/98-100
146/100-102
146/102-104
146/104-106
146/106-108
146/108-110
146/110-112
146/112-114
146/114-116
146/116-118
146/118-120
146/120

150/0
150/88-90
150/90-92
150/92-94
150/94-96
150/96-98
150/98-100
150/100-102
150/102-104
150/104-106
150/106-108
150/108-110
150/110-112
150/112-114
150/114-116
150/116-118
150/118-120
150/120-122
150/122-124
150/124-125
150/125

152/0
152/88-90
152/90-92
152/92-94
152/94-96
152/96-98
152/98-100
152/100-102
152/102-104
152/104-106
152/106-108
152/108-110
152/110-112
152/112-114
152/114-116
152/116-118
152/118-120
152/120-122
152/122-124
152/124-125
152/125

article
number

40.3900
40.3920
40.3921
40.3922
40.3923
40.3924
40.3925
40.3926
40.3927
40.3928
40.3929
40.3930
40.3931
40.3932
40.3933
40.3934
40.3935
40.3936

40.4000
40.4020
40.4021
40.4022
40.4023
40.4024
40.4025
40.4026
40.4027
40.4028
40.4029
40.4030
40.4031
40.4032
40.4033
40.4034
40.4035
40.4036
40.4037
40.4038
40.4039

40.4100
40.4120
40.4121
40.4122
40.4123
40.4124
40.4125
40.4126
40.4127
40.4128
40.4129
40.4130
40.4131
40.4132
40.4133
40.4134
40.4135
40.4136
40.4137
40.4138
40.4139



we cae slipsi

SLIPSIL® SEALING PLUGS FOR
PIP€/CABLE ENTRIES

cable/ plug article cable/ plug article cable/ plug article
pipe type number | pipe type number | pipe type number
diameter diameter diameter
blind 154/0 40.4200 124-125 160/124-125 40.4438
88-90 154/88-90 40.4220 125 160/125 40.4439
90-92 154/90-92 40.4221
92-94 154/92-94 40.4222 blind 190/0 40.4500
94-96 154/94-96 40.4223 110-112 190/110 40.4520
96-98 154/96-98 40.4224 114-116 190/114 40.4523
98-100 154/98-100 40.4225 125-127 190/125 40.4528
100-102 154/100-102 40.4226 133-135 190/133 40.4531
102-104 154/102-104 40.4227 139-141 190/139 40.4533
104-106 154/104-106 40.4228 142-144 190/142 40.4534
106-108 154/106-108 40.4229 153-155 190/153 40.4541
108-110 154/108-110 40.4230 159-161 190/159 40.4543
110-112 154/110-112 40.4231
112-114 154/112-114  40.4232 blind 200/0 40.4600
114-116 154/114-116 40.4233 110-112 200/110 40.4620
116-118 154/116-118 40.4234 114-116 200/114 40.4623
118-120 154/118-120  40.4235 120-122 200/120 40.4626 o .
120-122 ¢ 154/120-122 40.4236 125-127 £ 200/125 40.4628 type_ code: series/2xcable diameter
122-124 E 154/122-124  40.4237 133-135 £ 200/133 40.4632 For instance 40/2x6-7
124-125 &  154/124-125 40.4238 135-137 & 200/135 40.4631
125 2 154/125 40.4239 139-141 2 200/139 40.4633

S 159-161 S  200/159 40.4643
blind § 156/0 40.4300 &
8890 £ 156/88-90 404320 | blind & 203/0 40.4700
90-92 = 156/90-92 40.4321 110-112 =< 203/110 40.4720
92-94 °  156/92-94 40.4322 114-116  ©  203/114 40.4723
94-96 156/94-96 40.4323 125-127 203/125 40.4728
96-98 156/96-98 40.4324 133-135 203/133 40.4731
98-100 156/98-100 40.4325 139-141 203/139 40.4733
100-102 156/100-102 40.4326 141-143 203/141 40.4734
102-104 156/102-104 40.4327 159-161 203/159 40.4743
104-106 156/104-106 40.4328 168-170 203/168 40.4748
106-108 156/106-108 40.4329
108-110 156/108-110 40.4330 blind 207/0 40.4800
110-112 156/110-112 40.4331 110-112 207/110 40.4820
112-114 156/112-114 40.4332 114-116 207/114 40.4823
114-116 156/114-116 40.4333 125-127 207/125 40.4828
116-118 156/116-118 40.4334 133-135 207/133 40.4831
118-120 156/118-120 40.4335 139-141 207/139 40.4833
120-122 156/120-122 40.4336 159-161 207/159 40.4843 type code: series/3xcable diameter
122-124 156/122-124  40.4337 168-170 207/168 40.4848 For instance 40/3x6-7
124-125 156/124-125 40.4338
125 156/125 40.4339 160-162 250/160 40.5010

168-170 250/168 40.5014

blind 160/0 40.4400 171-173 250/171 40.5015
88-90 160/88-90 40.4420 200-202 250/200 40.5030
90-92 160/90-92 40.4421
92-94 160/92-94 40.4422 160-162 260/160 40.5210
94-96 160/94-96 40.4423 168-170 260/168 40.5214
96-98 160/96-98 40.4424 204-206 260/204 40.5232
98-100 160/98-100 40.4425 219-221 260/219 40.5239
100-102 160/100-102 40.4426
102-104 160/102-104 40.4427 200-202 300/200 40.5321
104-106 160/104-106 40.4428 250-252 300/250 40.5346
106-108 160/106-108 40.4429
108-110 160/108-110 40.4430 * the series 190 up to 340 are made upon
110-112 160/110-112 40.4431 customer request. The listed sizes are
112-114 160/112-114 40.4432 available. For other sizes, please contact
114-116 160/114-116 40.4433 our sales department.
116-118 160/116-118 40.4434
118-120 160/118-120 40.4435
120-122 160/120-122 40.4436 type code: series/5xcable diameter
122-124 160/122-124 40.4437 For instance 40/5x6-7
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S';ps;' WE CARE

SLIPSIL® MULTI-SEALING PLUGS FOR
PIP€/CABLE ENTRIES

cable/ plug article cable/ plug article cable/ plug article
pipe type number | pipe type number | pipe type number
diameter diameter diameter
6-7 40/2x6-7 40.0926 11-12 68/2x11-12 40.1936 15-16 90/2x15-16 40.2541
7-8 40/2x7-8 40.0927 12-13 68/2x12-13 40.1937 16-17 90/2x16-17 40.2542
8-9 40/2x8-9 40.0928 13-14 68/2x13-14 40.1938 17-18 90/2x17-18 40.2543
9-10 40/2x9-10 40.0929 14-15 68/2x14-15 40.1939 18-19 90/2x18-19 40.2544
10-11 40/2x10-11 15-16 68/2x15-16 40.1940 19-20 90/2x19-20 40.2545
40.0930 16-17 68/2x16-17 40.1941 20-21 90/2x20-21 40.2546
6-7 41/2x6-7 40.1026 17-18 68/2x17-18 40.1942 21-22 90/2x21-22 40.2547
7-8 41/2x7-8 40.1027 18-19 68/2x18-19 40.1943 22-23 90/2x22-23 40.2548
8-9 41/2x8-9 40.1028 19-20 68/2x19-20 40.1944 23-24 90/2x23-24 40.2549
9-10 41/2x9-10 40.1029 20-21 68/2x20-21 40.1945 24-25 90/2x24-25 40.2550
10-11 41/2x10-11 21-22 68/2x21-22 40.1946 25-26 90/2x25-26 40.2551
40.1030 22-23 68/2x22-23 40.1947
6-7 43/2x6-7 40.1126
7-8 43/2x7-8 40.1127 11-12 70/2x11-12 40.2036
8-9 43/2x8-9 40.1128 12-13 70/2x12-13 40.2037 * multi-plugs for other plug series are made
9-10 43/2x9-10 40.1129 13-14 70/2x13-14 40.2038 upon customer request. The listed sizes
10-11 43/2x10-11 14-15 70/2x14-15 40.2039 are standard items. For other sizes, please
40.1130 £ 15-16 g 70/2x15-16 40.2040 contact our sales department.
6-7 g 50/2x6-7 40.1231 16-17 g 70/2x16-17 40.2041
7-8 £ 50/2x7-8 40.1232 17-18 & 70/2x17-18 40.2042
8-9 & 50/2x8-9 40.1233 18-19 2  70/2x18-19 40.2043
9-10 S 50/2x9-10 40.1234 19-20 9 70/2x19-20 40.2044
10-11 § 50/2x10-11 40.1235 20-21 § 70/2x20-21 40.2045
112§ 50/2x11-12 40.1236 2122 E  70/2x21-22 40.2046
1213 2 50/2x12-13 40.1237 2223 S 70/2x22-23 40.2047
13-14 ®  50/2x13-14 40.1238 ©
14-15 50/2x14-15 40.1239 12-13 78/2x12-13 40.2241
15-16 50/2x15-16 40.1240 13-14 78/2x13-14 40.2242 SLIPSIL® multi-sealing plugs for two up to
14-15 78/2x14-15 40.2243 five same diameter cables or pipes consist of
6-7 53/2x6-7 40.1331 15-16 78/2x15-16 40.2244 two or four equal parts, so that they can be
7-8 53/2x7-8 40.1332 16-17 78/2x16-17 40.2245 installed after the cables or pipes have been
8-9 53/2x8-9 40.1333 17-18 78/2x17-18 40.2246 laid. For selecting the right type of sealing
9-10 53/2x9-10 40.1334 18-19 78/2x18-19 40.2247 plug, look for the plug series from the tables.
10-11 53/2x10-11 40.1335 19-20 78/2x19-20 40.2248 ’
11-12 53/2x11-12 40.1336 20-21 78/2x20-21 40.2249
12-13 53/2x12-13 40.1337 21-22 78/2x21-22 40.2250
13-14 53/2x13-14 40.1338 22-23 78/2x22-23 40.2251
14-15 53/2x14-15 40.1339
15-16 53/2x15-16 40.1340 12-13 80/2x12-13 40.2341
13-14 80/2x13-14 40.2342
6-7 55/2x6-7 40.1431 14-15 80/2x14-15 40.2343
7-8 55/2x7-8 40.1432 15-16 80/2x15-16 40.2344
8-9 55/2x8-9 40.1433 16-17 80/2x16-17 40.2345
9-10 55/2x9-10 40.1434 17-18 80/2x17-18 40.2346
10-11 55/2x10-11 40.1435 18-19 80/2x18-19 40.2347
11-12 55/2x11-12 40.1436 19-20 80/2x19-20 40.2348
12-13 55/2x12-13 40.1437 20-21 80/2x20-21 40.2349
13-14 55/2x13-14 40.1438 21-22 80/2x21-22 40.2350
14-15 55/2x14-15 40.1439 22-23 80/2x22-23 40.2351
15-16 55/2x15-16 40.1440
12-13 82/2x12-13 40.2441
11-12 60/2x11-12 40.1636 13-14 82/2x13-14 40.2442
12-13 60/2x12-13 40.1637 14-15 82/2x14-15 40.2443
13-14 60/2x13-14 40.1638 15-16 82/2x15-16 40.2444
14-15 60/2x14-15 40.1639 16-17 82/2x16-17 40.2445
15-16 60/2x15-16 40.1640 17-18 82/2x17-18 40.2446
18-19 82/2x18-19 40.2447
11-12 62/2x11-12 40.1736 19-20 82/2x19-20 40.2448
12-13 62/2x12-13 40.1737 20-21 82/2x20-21 40.2449
13-14 62/2x13-14 40.1738 21-22 82/2x21-22 40.2450
14-15 62/2x14-15 40.1739 22-23 82/2x22-23 40.2451 . .
15-16 62/2x15-16 401740 type. code: series/2xcable diameter
For instance 40/2x6-7
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WE CARE S';pS'

SLIPSIL® MULTI-SEALING PLUGS FOR
PIP€/CABLE ENTRIES

cable/ plug article cable/ plug article cable/ plug article
pipe type number | pipe type number | pipe type number
diameter diameter diameter
6-7 40/3x6-7 40.0936 10-11 80/3x10-11 40.2356 10-11 80/5x10-11 40.2366
7-8 40/3x7-8 40.0937 11-12 80/3x11-12 40.2357 11-12 80/5x11-12 40.2367
12-13 80/3x12-13 40.2358 12-13 80/5x12-13 40.2368
6-7 41/3x6-7 40.1036 13-14 80/3x13-14 40.2359 13-14 80/5x13-14 40.2369
7-8 41/3x7-8 40.1037 14-15 80/3x14-15 40.2360 14-15 80/5x14-15 40.2370
15-16 80/3x15-16 40.2361 15-16 80/5x15-16 40.2371
6-7 43/3x6-7 40.1136
7-8 43/3x7-8 40.1137 10-11 82/3x10-11 40.2456 10-11 82/5x10-11 40.2466
11-12 82/3x11-12 40.2457 11-12 82/5x11-12 40.2467
6-7 50/3x6-7 40.1241 12-13 82/3x12-13 40.2458 12-13 82/5x12-13 40.2468
7-8 50/3x7-8 40.1242 13-14 82/3x13-14 40.2459 13-14 82/5x13-14 40.2469
8-9 50/3x8-9 40.1243 14-15 82/3x14-15 40.2460 14-15 82/5x14-15 40.2470
15-16 82/3x15-16 40.2461 15-16 82/5x15-16 40.2471
6-7 53/3x6-7 40.1341
7-8 53/3x7-8 40.1342 10-11 90/3x10-11 40.2556 * multi-plugs for other plug series are made
8-9 53/3x8-9 40.1343 11-12 90/3x11-12 40.2557 upon customer request. The listed sizes
9-10 53/3x9-10 40.1344 12-13 90/3x12-13 40.2558 are standard items. For other sizes, please
10-11 £ 53/3x10-11 40.1345 13-14 £ 90/3x13-14 40.2559 contact our sales department.
IS 14-15 g 90/3x14-15 40.2560 * the tooling for the multi-plugs 5x is very
6-7 £ 55/3x6-7 40.1441 15-16 £ 90/3x15-16 40.2561 expensive. Specials only on request based
7-8 & 55/3x7-8 40.1442 2 on quantities.
8-9 -% 55/3x8-9 40.1443 -g
9-10 § 55/3x9-10 40.1444 &
10-11 £ 55/3x10-11 40.1445 6-7 £ 40/5x6-7 40.0941
S 7-8 S 40/5x7-8 40.0942
6-7 ®  60/3x6-7 40.1646 ©
7-8 60/3x7-8 40.1647 6-7 41/5x6-7 40.1041
8-9 60/3x8-9 40.1648 7-8 41/5x7-8 40.1042
9-10 60/3x9-10 40.1649
10-11 60/3x10-11 40.1650 6-7 43/5x6-7 40.1141
7-8 43/5x7-8 40.1142
6-7 62/3x6-7 40.1746
7-8 62/3x7-8 40.1747 6-7 50/5x6-7 40.1251
8-9 62/3x8-9 40.1748 7-8 50/5x7-8 40.1252
9-10 62/3x9-10 40.1749 8-9 50/5x8-9 40.1253
10-11 62/3x10-11 40.1750
6-7 53/5x6-7 40.1351
6-7 68/3x6-7 40.1951 7-8 53/5x7-8 40.1352
7-8 68/3x7-8 40.1952 8-9 53/5x8-9 40.1353
8-9 68/3x8-9 40.1953 9-10 53/5x9-10 40.1354
9-10 68/3x9-10 40.1954 10-11 53/5x10-11 40.1355 type code: series/3xcable diameter
10-11 68/3x10-11 40.1955 For instance 40/3x6-7
11-12 68/3x11-12 40.1956 6-7 55/5x6-7 40.1451
12-13 68/3x12-13 40.1957 7-8 55/5x7-8 40.1452
8-9 55/5x8-9 40.1453
6-7 70/3x6-7 40.2051 9-10 55/5x9-10 40.1454
7-8 70/3x7-8 40.2052 10-11 55/5x10-11 40.1455
8-9 70/3x8-9 40.2053
9-10 70/3x9-10 40.2054 6-7 68/5x6-7 40.1961
10-11 70/3x10-11 40.2055 7-8 68/5x7-8 40.1962
11-12 70/3x11-12 40.2054 8-9 68/5x8-9 40.1963
12-13 70/3x12-13 40.2055 9-10 68/5x9-10 40.1964
10-11 68/5x10-11 40.1965
10-11 78/3x10-11 40.2256 11-12 68/5x11-12 40.1966
11-12 78/3x11-12 40.2257 12-13 68/5x12-13 40.1967
12-13 78/3x12-13 40.2258
13-14 78/3x13-14 40.2259 10-11 78/5x10-11 40.2266
14-15 78/3x14-15 40.2260 11-12 78/5x11-12 40.2267
15-16 78/3x15-16 40.2261 12-13 78/5x12-13 40.2268
13-14 78/5x13-14 40.2269
14-15 78/5x14-15 40.2270 . .
15-16 78/5x15-16 40.2271 type code: series/5xcable diameter
For instance 40/5x6-7




S';ps;' WE CARE

SLIPSIL® MULTI-SEALING PLUGS FOR
PIP€/CABLE ENTRIES

1) Before starting the Note: sleeve ends to be ground
installation procedure, any out for ease of installation.
dirt, oil residues or welding Zf;?g;?gf&pfeﬂfrfcgls,e ey
spots should be removed

from the conduit sleeve.
For ease of installation, it is
advisable to grind out the /
front side of the sleeve.
Ask for the fitting CSD®
conduit sleeves.

P
slipsil
2) Then the inside wall Always use sufficient lubricant to
of the conduit sleeve is avoid installation problems.

treated with CSD® lubricant
along a distance which
approximately corresponds
to the length of the sealing

plug. /

»

art. nr. 60-0900 bs:’l
. =t

[




WE CARE

SUIPSIL® MULTI-SEALING PLUGS FOR
PIP€/CABLE ENTRIES

3) The inside surfaces of
both segments of the SLIP-
SIL® sealing plug are then
treated with CSD® lubricant.
For selecting the right seal-
ing plug, look for the plug
Series and the plug type in
this series on the basis of
the ID of the sleeve and the
OD of the ducted pipe.

slipsil

4) The segments of the
SLIPSIL® sealing plug are
also treated with CSD®
lubricant on the outside.
Please refer to the Safety
Data Sheet of the CSD®
lubricant for more
information.

slipsil

1

Always use sufficient lubricant to
avoid installation problems.

to be lubricated as well

o

art. nr. 60-0900 Q.,%,.?J
| P
%

Check if the internal dimensions of the sleeve are in
accordance with the tolerances of the sealing plug.

Always use sufficient lubricant to
avoid installation problems.

art. nr. 60-0900 Is I
<




slipsil

WE CARE

SLIPSIL® MULTI-SEALING PLUGS FOR
PIP€/CABLE ENTRIES

5) Both segments of the
SLIPSIL® sealing plug are
placed around the ducted
pipe and then pushed into
the conduit sleeve as far as
the first serration. The first
serration is smaller than the
other serrations to make this
procedure very easy.

slipsil

6) Then both segments of
the SLIPSIL® sealing plug
are pushed by hand evenly,
serration by serration,
further into the conduit
sleeve.

For inspection purposes, the
allowed dimensions of the ducted
pipe are indicated on the flange
of the plug.

-

Extremely thin plugs or plugs
applied in undersized conduits
with oversized service pipes, can
be tapped in using a hammer
and a piece of wood.




WE CARE

SUIPSIL® MULTI-SEALING PLUGS FOR

PIP€/CABLE ENTRIES

7) The flanged edge of the
sealing plug must be flush
against the front side of the
conduit sleeve. The flange
has a distinctive design and
is clearly marked with the
CSD® and $(lipsil)® logo.

slipsil

8) Note: tightness and in-
stallation are optimum at
nominal sizes (for instance
for 60/34-36 optimum is 60
mm ID of the sleeve and 34
mm OD of the ducted pipe).

slipsil

1

For horizontal ducts of heavy
pipes/cables it is extremely
important to support the pipes
properly at both sides of the
conduit.

For fire rated conduits, the plugs
have to be applied at both sides.
During insertion of the second
plug, the air between both plugs
will be compressed, and has to
be released from time to time, by
inserting a screwdriver between
both plug halves.




S';ps;' WE CARE

SLIPSIL® MULTI-SEALING PLUGS FOR
PIP€/CABLE ENTRIES

9) A certified, limited air
cavity inside the sleeve in
between the plugs of only
10-20 mm reduces the
conduit length substantially.
During insertion of the sec-
ond plug, the air between
both plugs will be com-
pressed, and has to be re-
leased from time to time, by
inserting a screwdriver be-
tween both plug halves.

The flange has a distinctive
design and is clearly marked with
the CSD and $(lipsil) logo.

slipsil

10) For A-class penetra-
tions, the conduit sleeve
needs to be insulated only
at the

insulated side of the bulk-
head or at the lower side of
the deck. The ducted pipe
has to be insulated accord-
ing to the specifications on
the certified drawings.

—— 13
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SUIPSIL® MULTI-SEALING PLUGS FOR
PIP€/CABLE ENTRIES

1) The inside surfaces of the Always use sufficient lubricant to
four segments of the SLIP- avoid installation problems.
SIL® multi-sealing plug are
treated with CSD® lubricant.
For selecting the right seal-
ing plug, look for the plug
series and the plug type in
this series on the basis of
the ID of the sleeve and the
OD of the ducted pipe.

art. nr. 60- 0900 s:l

ng wyshe™

{

Check if the internal dimensions of the sleeve are in
accordance with the tolerances of the sealing plug.

slipsil

2) The four segments of the Always use sufficient lubricant to
SLIPSIL® multi-sealing plug avoid installation problems.

are also treated with CSD®
lubricant on the outside.
Please refer to the Safety
Data Sheet of the CSD®
lubricant for more
information.

art. nr. 60-0900 Lt;_s:)l

ng wyshe

<

slipsil



s';ps;' WE CARE

SLIPSIL® MULTI-SEALING PLUGS FOR
PIP€/CABLE ENTRIES

3) The segments of the For inspection purposes, the

SLIPSIL® multi-sealing plug allowed dimensions of the ducted
pipe are indicated on the flange

of the plug.

are placed around the duct-
ed pipes and then pushed
into the conduit sleeve as
far as the first serration.
The first serration is smaller
than the other serrations to
make this procedure very
easy.

slipsil

4) The four segments of the Extremely thin plugs or plugs

SLIPSIL® multi-sealing plug applied in undersized conduits
with oversized service pipes, can

are pl{Shed by han_d evenly’ be tapped in using a hammer

serration by serration, and a piece of wood.

further into the conduit

sleeve.

See page 12-13 for further
finishing.
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